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Insulation materiol PPO
ated_current 60A
ated voltoge 1000V(TY)
est voltage 6000V AC(1min)
pical_contoct resistance <5ma
ko ontoct_moterial Copper,Tin_ploted
egree of protection 1P67(EC 60529)
rotection class ]
Flame class Us4V=0
Inserton force =500
Withdrawal force 2500
Temperature range —40C~+85C
Pin_dimensions #4.0mm
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3A21-P001-00 | BA21 Two Male Connector Housing 1 |Black [PPO
3A21-S001-00 | $2+45.6*17.6°0" Ring 1 |White | Silicone
3A21-M001-01 | BM21-A Terminal 1 |White |Copper S
imensk olerance
PAA—MO03-01 | 840 Drum terminal 1 nite [Beytium bronze T [ LEADER TECHNOLOGY (SHENZHEN) CO.,LI\
X 0 Jor
1A21-P002-00 | BA21 One Female Connector Housing| 1 [Black [PPO 533'3:?zm 2 ™ BA21-A Branch connec
00~ T075 ow e v
4D-S011-00  [99.8+61.5°0" Ring 1 Natura] Silicone Toge “BA21—A00 1
roduct. NO. Product Name lor [Colour|  Material 0~60 N
. 5 . . ! . 6 L 110 . mm|Atl~ | 1o
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Insulation material PPO
Rated current 60A
Rated voltage 1000V(TWV)
Test voltage 6000V_AC(1min)
Typical contoct resistance <5mQ
Contact material Copper,Tin_plated
Degree of protection 1P67(IEC_60529)
Protection closs ]
Flome class ULs4v-0
Insertion force <50N
Withdrawal force 250N
Temperoture range —40°C~+85C
Pin_dimensions 94.0mm
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3A21-P003-00 | BA21 One Male Connector Housing 1 |Black |PPO

3A21-S001-00 | ¢2*45.6*17.6"0" Ring

White |Silicone

3A21-M002-01 | BM21-B Terminal White ~ (Copper

Dimension | Tol

ronce
CPAA-M003-01 | 04.0 Drum terminal 2 wite Beryiom bronze 0 LEADER TECHNOLOGY (SHENZHEN) CO., LIV
1A21-P004-00 | BA21 Two Female Connector Housing| 1 [Black [PPO 5 "™ B21-8 Branch comnec
jovapeeoy o " .25__[oH: [FROBUCT NOUBER:
24D-S011-00 | 09.8%1.5°0" Ring 2 BA21-B002
5 - N jon:

roduct NO. Product Nome (Q'TY (Colour | Material = el i
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