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Test voltage 6000V_AC(1min) F
Typical contact resistance <5mQ
Contact material Copper,Tin plated
< Degree of protection IP68(IEC 60529)
© Protection class I
& Flame class UL94V-0
< ]]]I:I Insertion force <50N
@ Withdrawal force 250N
8’ Temperature range —40'C~+85'C
Pin dimensions $4.0mm
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6 | BM31-P001-00 | Molding 1 |Black |PPO
5 | C4D—S003-00 $10%61.5"0" Ring 3 |Red | Silicone i
4 |CP4B-P002-00 | 4.0 Panel Female Connector Housing | 3 |[Black |PPO Smenson T 7ol
olerance
3 | CP4B-P001-00 | ¢4.0 Panel Male Connector Housing 1 |Black |PPO gg%%ooo ig?g LRATIR, THCENOLOGY USHENASRN) G, LIVITAD
~ - . APVD:
. . 60.00~98,00 i NAME:
2 | CP4A-M003-01| ¢4.0 Drum terminal 3 |White |Beryllium bronze gogo~23bq ig;g BM31-A Branch connector
.00~ +0.25  [CHK: 5
1 |BM31-M001-01| BM31-A Terminal 1 [White |Copper e e AT i
No. |Product NO. Product Name Q'TY |Colour Material 0“:60' I io}’:\ i Urits: [Sze: [SCALE: JGHEET BLATE: [REV:
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Insulation material PPO
102.4 Rated current 60A
Rated voltage 1000V(TUV)
Test voltage 6000V_AC(1min) F
Typical contact resistance <5mQ
Contact material Copper,Tin plated
Degree of protection IP68(IEC 60529)
@ g Protection class Il
S Flame class UL94V—0
Insertion force <50N
o Withdrawal force 250N
@ & Temperature range —40'C~+85C
Pin dimensions $4.0mm
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6 | BM31—-P001-00 | Molding 1 |Black [PPO
5 | C4D-S003-00 #10%61.5"0" Ring 1 |Red | Silicone i
4 |CP4B-P002-00 | ¢4.0 Panel Female Connector Housing | 1 |Black [PPO Dimension T Tolerance
3 | CP4B-P001-00 | #4.0 Panel Male Connector Housing | 3 |[Black |PPO 0°%0.00 e LEADER, TEGHNOLOGE (SEENATEN) £0. o LIMITHD
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2 | CP4A-M003—01 | #4.0 Drum terminal 1 |White |Beryllium bronze govoo~120bQ 1020 BM31-B Branch connector
1 IeM31-MAN2-n1 | RMZ1_R Tarminal 1 lwhita |Conner 12000+ HoE [ PRODUCT NUMBER: i




